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Technical Data: HSN7451-60-40P

Dimensions and Connections

Technical Data

Displacement (2900 RPM 50 Hz) 192 ml/h

Displacement (3500 RPM 60 Hz) 232 ml/h

Motor voltage (more on request) 380-415V PW-3-50 Hz

Max operating current 98.0 A

Starting current (Rotor locked) 267.0 A D / 449.0 A DD

Weight 297 kg

Max. pressure (LP/HP) 19 / 28 bar

Connection suction line 76 mm - 3 1/8''

Connection discharge line 54 mm - 2 1/8''

Adapter/shut-off valve for ECO 22 mm - 7/8'' (Option)

Oil type R22 B150SH, B100 (Option)

Oil type R134a/R404A/R507A BSE170 (Option)

Oil flow control SE-B2 (Standard)

Discharge gas temperature sensor Standard

Start unloading Standard

Capacity control 100-75-50% (Standard)

Suction shut-off valve Standard

Discharge shut-off valve Option

ECO connection with shut-off valve Option

Motor protection SE-E1 (Standard), INT69VSY-II(Standard for 660-690V)

Motor protection SE-C1 (Option)

Enclosure class IP54

Sound power level (-35°C / 40°C) 86,5 dB(A)

Sound pressure level @ 1m (-35°C / 40°C) 78,5 dB(A)


